SSATEC
Przewéd koncentryczny RG-214

Wysokiej klasy przewdd wspdtosiowy o impedancji 50 Q wykonany $cisle wedtug norm MIL-C-17F i MIL-C-17G , stosowany w radiokomunikacji, elektronice
oraz innych ,tym podobnych dziedzinach techniki .

Construction

Inner conductor stranded copper wires, silver plated 7 x 0.75, diameter 2.25 +0.01 mm
Insulation PE, diameter .25 + 0.05 mm

1% braid silver plated, 94% optical coverage

2" praid silver plated, 97% optical coverage

Sheath PWC, diameter 10.80 £ 0.15 mm

Standards

MIL-C-17F, MIL-C-17G

Mechanical properties

Minimum bending radius without load 5 X outer diameter
with load 10 x outer diameter
Temperature during operation -40° Cto+85°C
during installation -15° Cto+55°C
Electrical properties at 20°C
DC resistance Inner conductor 5.7 C/km
1% braid 6.2 O/km
2™ braid 6.2 O/km
Mutual capacitance 100 pF/m
Characteristic impedance 500+20
Velocity ratio 65 %
Maximum operating frequency 11 GHz
Operating voltage 3.7 KVmms
Test voltage Inner/Outer conductor 10.0 KWV e
Electrical data at 20°C
Frequency Attenuation Max. power rating Return loss
(MHz) (dBI100m) (Watts) (dB)

{ambient temperature 25°C and | several peaks are allowed
max. inner conductor
temperature 70°C)

Frequency (MHz)

50 49 1500 100 > 23
100 5.9 920 1000 =20
400 15.1 330 3000 =19
1000 26.5 160 5000 =18
3000 50.6 75 11000 =17
5200 678 51

5800 730 56

Typ kabla: 2,25Ls/7,25Ds . Srednica zewnetrzna: 10,8 mm . Waga: 200 kg/km . Sposéb pakowania : krazki 100m, szpule 1000m . Inne odcinki po uzgodnieniu.
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